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(57) Abstract: In order to thread a web into a machine (01), the web can be coupled to a threading means (06), which can be 
conveyed along a threading path and which can be driven by means of a motor (11) in a receiving area and by means of a motor (21) 
in a delivery area for the web. During threading, a first of the two motors (11, 21) is controlled up to a predeterminable threading 
speed, and the second motor (21, 1 1) is controlled with regard to a predeterminable torque existing on motor (21, 11). 
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Veroffentlicht: 

— mil intemationalem Recherchenbericht 



Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusanunenfassung: Zum Einziehen einer Bahn in cine Maschine (01) ist die Bahn an ein cntlang eines Einziehwegcs fonder- 
bares Einzugmittel (06) koppelbar, welches mittels eines Motors (11) in einem Aufnahmebereich und eines Motors (21) in einem 
Abgabebereich fur die Bahn antreibbar ist. Wahrend des Einziehens wird ein erster der beiden Motoren (11, 21) auf eine vorgeb- 
bare Einziehgeschwindigkeit hin und der zweite Motor (21, 11) bezuglich eines aus dem Motor (21, 11) anliegenden, vorgebbaren 
Momentes gesteuert. 



